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DuPont Powder Coatings

Color Card

Almond Uni-Cream Tank Tan Evergreen ASA-70 Gray
PFT 500S8 PFL 503S9 ETF602P7 @@ @® PFG 50089 PFH 50288
Camel Superior Sand glﬁy %Eiie EII;VIZ% 1\%5(%559 Hunter Green ASA-61 Gray
PET 40186 PFT 60956 @ Sk White PWPFWoess) @ PFG509S8 PFH509S5

* Other colors available upon customer request, additional charges will apply

NFS Standard 51 - Food Equipment Materials.

Food & Drug Administration (FDA): Epoxy & Hybrid Formulations that meet the guidelines under the code
of regulations, Title 21, Section 175.300; Resinous and Polymeric Coatings

NFS Standard 61 - Addresses crucial aspects of drinking water system components

Premium Weathering
Stock available in antimicrobial version

First letter of product System, Binder Types:
E: Epoxy, P: TGIC-Polyester, A: Aromatic-Uretane, H: Non-TGIC Polyester( HAA Curative)
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SUPERIOR TAN ® PRECISION ENGINEERED BOLTED
(GOMPANY INC. STEEL STORAGE TANKS

i*...--77  INDICADOR DE
... NIVEL DE LIQUIDO

@ Para uso en todo tipo de Tanques como
Atornillados, Soldados y de Concreto.

({ Econdémico y fécil de instalar

({ El Indicador es cuidadosamente calibrado para
lograr una alta Precision en su lectura.

({ Disefnado para techos de tipo Conico, Abierto
y Flotante

({ Las partes Internas del indicador estan hechas
de Acero Inoxidable de tipo 316

({ Numeros de 10 Cm aseguran una Lectura facil
del medidor

({ Disponible en unidades de sistema métrico e
ingles

La base del medidor es fabricada en aluminio,
e dandole resistencia a vientos e inclemencias
' climaticas*

({ Indicadores de tipo hermético evitan el escape
de gases o vapores comprimidos (para uso en
.. _aplicaciones petroleras)

({ Disponible en escala media o entera y sin
limites de altura

({ Dependiendo de las necesidades del cliente
otras especificaciones requeridas pueden estar
disponibles




INDICADOR DE DE NIVEL

ITEM]| DESCRIPTION [STD. MATL'S
1 SHEAVE ELBOW CAST ALUMINUM
2 TOP ANCHOR STEEL (GALV.) W/ 316 SST. INT.
3 BOTTOM ANCHOR STEEL (CALV.)
4 FLOAT 316 SST.
5 SUPPORT BRACKET STEEL (CALV.)
6 INDICATOR CAST ZINC
7 FLOAT GUIDE WIRE 316 SST.
§ | FLOAT CASLE 516 SST L.LI SEAL ASSEMBLY
9 GAUGE BOARD ALUMINUM
10 CABLE CRIMP FITTING STAINLESS STEEL OPTIONAL
11 PIPING NIPPLES 1 1/2”(15 PIPE (GALVY)
— 1 1/2” GALVANIZED

PIPE NIPPLES
INCLUDED
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IN FIELD GRADE 1&5
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UNITED STATES SALES AND SERVICE LOCATIONS
RANCHO CUCAMONGA 9500 Lucas Ranch Road, Rancho Cucamonga, CA 91730 (909) 912-0580 FAX (909) 912-0588
. BAKERSFIELD 19436 Colombo St., Bakersfield, CA 93308 (661) 392-0188 FAX (661) 392-8770
Www,supenortank,c()m HOUSTON 4812 Old Richmond Road, Rosenberg, TX 77471 (281) 342-0750 FAX (281) 342-0751
e-mail: sales@superiortank.com VENTAS Y ATENCION AL CLIENTE PARA

MEXICO Y CENTRO AMERICA

GUADALAJARA AV. Mariano Otero #3431 Piso 3 Suite 1, Col Verde Valle, Guadalajara, Jal. C.P. 45060 (33) 3123-2586





